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RoHS Compliant

2.50xN+0.7 0 MATERIAL )
300401 = Insulator:LCP,UL94V-0,Beige
/ ‘ 5 Contacts:Brass, Tin-plated
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n \ \ \ \ ‘ Insulation Resistance:>1000MQ
vV v vV - D orn Rated Voltage:125V AC DC
»L% Rated Current:1.0A AC DC
90642007 335401 1403 Withstanding Voltage: 1000V AC/minute
2.50x(N-120.1 Temperature Range: -40 °C ~ + 120°C
Lengs Code| L[+0.3mm .
Order Information
2.50x(N-1)+0.60+0.1 075 7.5
' - 085 Y L-KLS2- L42A-XXP - XX
— T 105 10.5
Sr_ 160 16.0 RoHS
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Pin Lenges Code: L size
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ﬂ G} Q} @7 GENERAL TOLERANCE ANGLE TOLERANCE PROJECTION @_g_ DescripFion: | Board to Board Link
4L-90.95 X. 2015 X. #5° UNITS mn
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250 ‘ X £0.03 X 23° SHEET SIZE Al for LED Bulb,Pitch 2.5mm
2.50x(N-1) XX 2005 XX 22° KLS P/N: L-KLS2-L42A-XXP-XX
Board Layout Draw by: Jenny Date: | 2018-03-10
General Tolerance:+0.05 Check by: o s suss Date: | 2018-03-10 NingBo KLS ELECTRONIC CO.,L TD.
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